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Standard

*Columns with a minimum order of 5 units.
Other sizes available

NBL450AA2T13 4,5 m 114 76 2,5 0,12 0,08 12 200x200 400x85 M-18/500 Ø60 / Ø76 

NBL600AB2T13 6 m 120 76 3 0,12 0,08 18 200x200 400x85 M-18/500 Ø60 / Ø76

NBL700AC2T13* 7 m 135 76 3 0,11 0,07 22 200X200 400X86 M-22/600 Ø60 / Ø76 

NBL800AD2T13* 8 m 145 76 3 0,09 0,06 26 300x300 400x85 M-22/600 Ø60 / Ø76 

NBLA00AG2T13* 10 m 177 76 4 0,1 0,07 47 300x300 500x100 M-22/600 Ø60 / Ø76 
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Height

Shank

Protection and finish

Distance between bolts

bolts included

4500 - 7000 mm  |  8000 - 10000 mm

Aluminum casting with thermoplastic anti-corrosion treatment.

Conical extruded aluminum (ENAW6060 / ENAW-ALMGSI) and reinforced interior with 

double tube from the base to the door.

polished aluminum

200X200 mm  |  300X300 mm

M18X500 mm  |  M22X600 mm

Includes sacrificial anode and nylon grommets for column bolts.

Dimensions (mm)

Technical characteristics

CM Salvi reserves the right to modify specifications without prior notice. The information contained in this document is indicative and does not imply any contractual commitment. 
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