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 mA W lm lm/W lm lm/W

145 350 32 5180 161 5320 166

500 46 7140 155 7420 161

700 64 9380 146 9800 153

215 350 48 7770 161 7980 166

500 69 10710 155 11130 161

700 96 14070 146 14700 153

285 350 64 10360 161 10640 166

500 91 14280 156 14840 163

800 146 21000 143 21840 149

286 350 64 10360 161 10640 166

500 91 14280 156 14840 163

600 109 16520 151 17360 159

355 350 80 12950 161 13300 166

500 114 17850 156 18550 162

700 159 23450 147 24500 154

425 350 96 15540 161 15960 166

500 137 21420 156 22260 162

700 191 28140 147 29400 153

426 350 96 15540 161 15960 166

500 137 21420 156 22260 162

600 164 24780 151 26040 158

14W 350 59 8400 142 8960 151

500 84 11620 138 12460 148

900 150 18900 126 20300 135

21W 350 88 12600 143 13440 152

500 125 17430 139 18690 149

700 175 23310 133 24780 141

28W 350 117 16800 143 17920 153

500 167 23240 139 24920 149

600 200 27160 135 29120 145

Led

Due to the constant technological evolution, SALVI reserves the right to modify the specifications without prior notice. The information contained in this 
document is indicative and does not imply any contractual commitment.

Technical characteristics

photometries 

versions

LONGITUDINAL NARROW F1M6 LONGITUDINAL F2MD

WIDE LONGITUDINAL F3M3

Consult the product configurator for other options.

SYMMETRICAL EXTENSIVE F5M1

LONGITUDINAL F2M2

F4M2 FRONT

This product line is efficiency staged. A design to reduce its industrial impact 
that makes it a light, functional and highly efficient luminaire prepared to 
incorporate a remote monitoring and control system.Design: L. Elizalde.

Ideal for illuminating roads, highways and dual carriageways, streets, avenues, 
residential areas.

To install from 6 to 14m high.

Typical dimensions: 600 x 350 x 70 

maximum power200W / Peak flow34020lm.

Luminaire composed of body, upper cover and fixing in aluminum alloy type 
EN AC 44300 with low copper content ( <0.1%). Cable entry through metallic 
cable gland. With flat circular surface for ZHAGA or NEMA socket. Horizontal 
or vertical fixing to a 60 mm diameter terminal with 110 degree orientation.

Manual opening/closing for tool-free maintenance, closed silicone sealing 
gasket, plate for fixing the driver and electronics in a separate compartment.

Weight approx.: 7.4 Kg

IP66 / IK09

Tempered flat glass diffuser.

6 or 36 high efficiency LEDs in linear arrangement.

The LEDs fixed to the main body transmit heat by conduction, and the body 
itself dissipates heat to the outside efficiently by convection.

Set of independent lenses of our own design in optical PMMA with efficiency 
of up to 93%. Optionally, rear flow recuperator reflector in injected and 
aluminized PMMA with high reflectivity index (95%). The wide range of lenses 
and reflectors available allows us to optimally solve all photometric needs.

Color temperature: 3000°K or 4000°K. Optionally for areas with 
environmental protection: 2200°K or 2700°K.

FHS  < 0.1%.

CRI minimum 70.

Useful life: L90B10  > 100,000 h (consult depending on the type of LED and 
configuration).

Voltage AC 220V-240V ~ 50/60Hz. Class I / Class II optional.

Color Gray Silver G2. Other colors available.

Standards: IEC 60598, IEC 62031, IEC 62471, IEC 60529, EN 55015, IEC 
61000, IEC 61547, IEC 62493, IEC 62471, IEC 61437, IEC 62384, EN 50102, CE.

ISO 9001, ISO 14001, ISO 45001.
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